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SPECIFICATIONS MARINE & DEEP CYCLE SEALED MAINTENANCE FREE

PM24MF 70 115 600 260 174 200 225 B B1 19.5 TM

PM27MF 90 145 730 304 173 201 225 B B1 21.6 TM

PDCM24MF 82 130 520 260 174 203 225 B B1 19.8 TM

PDCM27MF 95 160 680 304 173 200 225 B B1 22.2 TM

PDCM31MF 120 200 720 330 173 219 240 B B1 24.7 TM

PowerSonic Automotive products are proud 
to support and be part of an industry that has 
the highest recycling rate of any other industry. 
With more than 97% of all battery lead recycled, 
compared to 55% of aluminum soft drink and beer 
cans, 45% of newspapers, 26% of glass bottles and 
26% of tires, lead-acid batteries top the list of the 
most highly recycled consumer products.

The lead-acid battery gains its environmental edge 
from its closed-loop cycle. The typical new lead-
acid battery contains 60 to 80 percent recycled 
lead and plastic. The recycling cycle goes on 
indefinitely, that means the lead and plastic in the 
lead-acid batteries that you use have been - and will 
continue to be - recycled many times. This makes 
lead-acid battery disposal hugely successful from 
both environmental and cost perspectives.
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