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PGFT SERIES
FRONT TERMINAL RECHARGEABLE
SEALED LEAD ACID BATTERIES

With all the benefits you come to expect from the Power Sonic 
PG series but with the added feature of easy to use front terminal 
connectors ensuring ease of installation and maintenance when 
installed in a battery cabinet.

Utilizing proven AGM technology and a thick plate design the PG FT series have been designed 
to provide a long service life in critical standby power applications including telecoms, UPS and 
military power systems.

Power Sonic’s state-of-the-art manufacturing and process control combined with meticulous
quality assurance procedures guarantee consistent and dependable performance.
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1 Ant Road, Yatala
Queensland, 4207
Australia

Sydney
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Melbourne 
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**To ensure safe and efficient operation always refer to the latest edition of our Technical Manual, as published on our website.
© 2018. Power-Sonic Corporation. All rights reserved. All trademarks are the property of their respective owners.
All data subject to change without notice. E&O.E

Please refer to our website www.spb.net.au for a complete range 
of useful downloads, such as product catalogs, material safety data 
sheets (MSDS), ISO certification, etc.
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Tel: 1300 001 772
Email: sales@spb.net.au

*Product available on request
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PGFT SERIES
Front Terminal Rechargable
Sealed Lead Acid Batteries

FEATURES
• Long service life VRLA battery
• Superb high-rate discharge characteristics ensures reliable

performance in UPS and telecom applications
• Absorbent Glass Mat (AGM) technology for superior

performance
• Special grid alloy and the use of high purity lead account

for superior shelf-life characteristics, permitting storage for
extended periods of time

• Thick plate design and efficient gas recombination that yield
a design life expectancy of up to 12 yearsEasy to use front
terminal connectors and Integrated carrying handles

• Proven valve regulated technology that guarantees safe
operation without maintenance

• Rugged impact resistant ABS case and cover
• UL94:V0 flame retardant available on request

Scan to see the range




